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Friars Road
Santo Rd to Riverdale St 43,900 C 65,580 F 66,180 F 58,120 E

Mission Gorge Road
Greenbier Ave to Zion Ave 30,400 B 46,500 C 46,630 C 45,580 C
Rainier Ave to Vandever Ave 21,300 D 26,010 E 27,160 E 18,700 C
Vandever Ave to Twain Ave 23,500 D 26,950 E 28,150 E 18,450 C
Mission Gorge Pl to Fairmount Ave 30,000 E 32,900 F 33,280 F 29,490 E

Fairmount Avenue
Vandever Ave to Twain Ave 6,200 D 11,520 F 11,720 F 9,760 F
Twain Ave to Mission Gorge Rd 6,800 E 11,050 F 12,300 F 9,770 F
Mission Gorge Rd to Alvarado Canyon Rd 38,500 F 43,940 F 45,580 F 39,260 F
Alvarado Canyon Rd to I-8 WB Ramps 37,100 F 70,800 F 67,100 F 63,200 F
South of I-8 EB Ramps 75,400 F 112,900 F 113,900 F 111,900 F

Vandever Avenue
Riverdale St to Mission Gorge Rd 7,900 E 4,540 C 4,800 C 3,650 C

Twain Avenue
Fairmount Ave. to Mission Gorge Rd. 6,400 D 8,130 F 7,620 E 9,520 F

Footnotes:
1.      City of San Diego Roadway Capacity Standards.
2.     Existing ADT volumes from Table 3-1 .

Alternative G Year 2030 Alternative EF Year 2030 

Table X-X
Segment Operations

Existing Alternative D Year 2030 
Street Segment
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